
 
 

 
 

 Specifications 

 
 

 
Our Wheel Stops are the perfect solution for all parking areas to avoid damage to vehicles or property caused by vehicles 
over-shooting parking bays. Our Wheel Stops are the only ones that comply with the new Australian Standard 
AS2890.1.2004 which requires wheel stops to be 1650 mm long. They are designed to catch the front wheels while 
still allowing free pedestrian access between parking bays. The low height of 95mm ensures that vehicles with low 
clearance will not be damaged as they can be with taller concrete wheel stops. 
 
These tough wheel stops are manufactured from recycled plastic and won’t chip or rust, and are available in grey or 
yellow. They are also suitable for use in factories and warehouses to prevent trolleys and forklifts from bumping into walls 
or offices etc. 
 

Key Features 
 
�  They can be fixed to concrete or asphalt.  

�  Economical and simple to install. 

�  Solid moulded construction with the mounting holes 
moulded in.  

�  Low profile reduces the risk of damage to parking 
vehicles. 

�  Yellow colour makes them stand out and do not blend 
into concrete or bitumen background. 

�  Can easily be removed or repositioned at any time. 

 

 

 
Order Details 

 
Item Number Item Name Weight 
WS165grey Recycled Plastic Wheel Stop 1.65M grey AS (3 Fasteners) 11kg 
WS165yellow Recycled Plastic Wheel Stop 1.65M yellow AS (3 Fasteners) 11kg 
F3 Fastener - Concrete 150mm N/A 
F4 Fastener - Bitumen 300mm N/A 

 


